B‘—|
5'-5"
8lp" 4'-0" g lsp"

REINFORCING TO BE NO.7
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NOTES (SHOWN WITHOUT CONC. SLAB)

1. THIS MANHOLE IS FOR PIPES UP TO 36" DIAMETER.

2. MANHOLE SHALL BE CONSTRUCTED OF REINFORCED
CONCRETE (MIX NO. 2). BRICK AND MORTER MAY BE
USED IN NON-TRAFFIC AREAS ONLY

3. BENCH HEIGHT ABOVE OUTGOING PIPE INVERT SHALL
BE HALF THE DIAMETER OF THE PIPE.

4. VERTICAL DEPTH PAYMENT PER LINEAR FOOT

SHALL INCLUDE ALL DEPTHS IN EXCESS
OF THE 3'-10".
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2'-0" DIAM.
OPENING FOR 2'-8'»"
TYPE ‘A’ FRAME
& COVER CONCRETE SLAB
(CONCRETE MIX NO.2)
FOR DETAILS OF TYPE
‘D' FRAME & COVER 2'-8'5"
SEE STD. MD 383.61 ——— [
S
STANDARD TYPE ‘A’ MANHOLE SECTION C-C

FRAME & COVER SEE STANDARDS ne
MD-383.31 & 383.32 (WHEN IN PRECAST CONC. SLAB WITH TYPE "D

NON-TRAFFIC AREAS USE STD. FRAME & COVER (NON-TRAFFIC AREAS)
TYPE 'D’ FRAME & COVER. SEE
SECTION C-C PRECAST CONC. SLAB.7
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